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BETWEEN ROWS OF HAYBALES

TRICKLE FLOW

0S0-0.
T OFTS
goros.
O
O

N

N

FILTER FABRIC OVERLAPPED BETWEEN HAYBALES

3/4” STONE

TWO ROWS OF STRAW BALES
WITH 2 STAKES PER BALE

NOTES:
1. ALL BARRIERS SHALL BE INSPECTED

IMMEDIATELY AFTER EACH RAINFALL AND AT
LEAST DAILY DURING PROLONGED RAINFALL.
ANY REQUIRED REPAIRS SHALL BE MADE
IMMEDIATELY AT NO ADDITIONAL COST TO THE
OWNER.

2. SHOULD THE BARRIER DECOMPOSE OR BECOME
INEFFECTIVE BEFORE THE END OF THE
EXPECTED LIFE AND THE BARRIER IS STILL
NECESSARY, IT SHALL BE REPLACED PROMPTLY.

3. SEDIMENT DEPOSITS SHALL BE REMOVED AFTER
EACH STORM EVENT. THEY MUST BE REMOVED
WHEN THE DEPOSITS REACH APPROXIMATELY
1/2 THE HEIGHT OF THE BARRIER.

4. ANY SEDIMENT DEPOSITS REMAINING IN PLACE
AFTER THE BARRIER IS NO LONGER REQUIRED
SHALL BE REMOVED AND DISPOSED.
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